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CROWN CHEMICAL, INC. MADE IN USA

Technical Specifications
Appearance Blue Liquid
Odor Characteristic
pH (1% solution, 22°C) <11.5
Foaming Moderate
Flash Point None
Bulk Density (lbs/gal, 22°C) 8.72 ±0.1
Stability Range 40-100°F
Free Alkalinity (as Na2O) Moderate
Solubility (in H2O, 22°C) 100%
Phosphate Content (as P) None
 

Product Number Packaging
21541 4x1 gal. case  

Safety Reminder
Consult product label and Safety Data Sheet (SDS) before use. 
SDS’s can be downloaded from www.crown-chem.com.

A concentrated detergent for laundry prespotting, prespraying or 
presoaking. Formulated for use in a variety of  institutional and 
industrial laundry applications. Effectively removes many types of  
stubborn soils, including grease, grime, oil, and much more. Safe 
for use on cotton, cotton/polyester blend, acrylic, nylon, rayon and 
other fabrics. Contains a synergistic blend of  surfactants, solvents 
and alkalis for outstanding removal characteristics. Contains no 
chlorinated solvents. 

Directions for Use
For prespotting or prespraying: This product may be used 
undiluted for most stains, or may be diluted up to 3:1 (32 ounces 
per gallon of  warm water) for lighter duty applications. Spray solu-
tion liberally onto stain, then agitate with a soft brush or by rubbing 
fabric together. Launder as usual. If  spot is not completely removed, 
do not dry. Repeat process. 
For presoaking: Prepare a presoaking solution by diluting 6-8 
ounces of  Cuff  & Collar per gallon of  warm water. Immerse soiled 
article into solution and allow to soak several hours, overnight if  
possible. Wash as usual.

CUFF &
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