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TM

CROWN CHEMICAL, INC. MADE IN USA

Technical Specifications
Appearance Colorless Liquid
Odor Lemon Fresh
pH (1% solution, 22°C) >5.0
Foaming Moderate
Flash Point None
Bulk Density (lbs/gal, 22°C) 8.47 ±0.1
Stability Range 40-100°F
Free Alkalinity (as Na2O) None 
Solubility (in H2O, 22°C) 100%
Phosphate Content None
 

Product Number Packaging
55041 4x1 gal. case

TMFIBER RINSE
Professional Quality 

Carpet & Upholstery Fiber Rinse
A professional quality carpet and upholstery fiber rinse. Mildly acidic 
formula neutralizes soils, detergent residues, alkaline residues, ice melt 
deposits, urine salts and odors. Excellent for stain resistant residential 
carpeting as well as commercial carpet. Leaves all carpeting types 
clean, soft and fesh smelling with no tacky residue. Suitable for use 
in extraction rinse tanks or sprayer applications. Quickens drying time 
and leaves a pleasant fragrance behind. Stabilizes colors and dyes 
to reduce bleeding. Safe on machinery. Will not clog spray nozzles or 
cause buildup in lines. 

Directions for Use
Before use, pretest product in an inconsicuous area to assure color-
fastness of  fiber. 
Sprayer Application: For use with a pump-type sprayer, dilute 4-8 oz. 
of  this product per gallon of  warm water. Apply to area to be treated, 
then dry extract with wand. 
Extractor Application: For use through extraction equipment, dilute 
1-2 oz. of  this product per gallon of  water. Apply to area to be treated, 
then dry extract with wand. 

Safety Reminder
Consult product label and Safety Data Sheet (SDS) before use. SDS’s 
may be downloaded from www.crown-chem.com.


